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FDDI adapters 
 
Description: 
The FDDI adapters are in full compliance with the ANSI FDDI PMD specification. Integrated indexed 
sliding keyway accommodates all key position and eliminates need to remove and insert individual keys. 
It is possible to exactly specify your demands of mounting insert thread and FDDI key position. 

 
 

Features: 
 
• Polarized to ensure proper mating  
• Duplex breakout version 
• Thermoplastic, flame retardant housing 
• Adapter housing quickly and securely 

snaps together, no screws  

 
 
 
Application:  

 
• FDDI data network 

 
 
 
Ordering code: 
 

A - FDDI - XX - X - X  
            

            
  Sleeve          FDDI Key Position 
  01  zirconia      S "S" 
  03   polymer      B "B" 
         A "A" 
  Mounting  Insert Thread   M "M" 
  0  4-40       
  1   M3 Metric (Standard)    
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 Dimensions: 
 

48.26 Ref. 
48.2656.64

13.33

KEY 
CONFIGURATION

Dimensions in mm

11.81

17.78737.59

20.95

Dia. Typ. 3.1712.44

Ref.
48.26

38.22

Insert Molded M3 
Threaded Insert Typical 4 Places
(4-40 Insert Also Available)

C L C L C L C L
KEY TYPE A KEY TYPE B KEY TYPE M KEY TYPE S

FDDI Panel 
Cutout

FDDI Key Positions:  
 
 
 
 
 
 
 
Sample: 
 
 

A-FDDI-ST/PC-01-1-M 

 


