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OPTOKON LMIPT-21 is a rugged IP phone specially designed for military, railway and industry 
applications. The phone offers an easy-to-use interface and provides a traditional telephony-like user 
experience. Fixed function keys on all models give you one-touch access to service, messaging, 
directory, hold/resume, transfer, and conference features. A full-duplex speakerphone* lets you set up 
clear multi-party conferences for flexible, productive collaboration. The phone is based on a Cisco 
platform 7800 series. It is built into a fully sealed and vibration proof aluminum chassis. 

 

     
 

  
  

 A volume-control toggle provides easy decibel-level adjustments of the monitor speaker and ringer. 
 The phone has a 10/100BASE-T Ethernet switch for device connection like a PC 

 Bezel is adjustable from flat to 60 degreesu 

 Supports CDP and 802.1Q/p standards 
 The LMIPT-21  IP Phone require a Basic User Connect License (UCL) in order to connect to CUCM 

 Signaling protocol: SIP Session Initiation Protocol 
 Codec support: G.711a/μ, G.722, G.729a, iLBC 

 Cisco Unified Communications Manager 8.5.1, 8.6.2, 9.1.2, 10.x and later 

 The phone supports IEEE 802.3af PoE (Class 1) 
 PoE power consumption does not exceed 3.84 watts 

 Cisco power cube 3 is used as a standard Cisco IP Phone Power Supply for non-PoE deployments 

 Signaling encryption using Transport Layer Security (TLS) Protocol using AES-128 or AES-256 

 Media encryption using Secure Real-Time Transfer Protocol (SRTP) using AES-128 
 802.1X authentication 

 Device, Image, file, signaling authentication 

 IP 65 protection 
 industrial connectors IP68 (IEC 60529 specification)  

 Operating temperature -20 až +55 °C, MIL-STD-810G Method 501.5 procedure II 
 Storage temperature -20 to +65 °C, MIL-STD-810G Method 501.5 procedure I 

 Dimensions: lenght 251, width 215 x headset height 91 mm 

 Weight 2,8 kg 

LMIPT-21         basic phone 

LMIPT-21RD*   phone with speaker and display 
 


