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LMCAB series 
ETHERNET ruggedized patchcords 
 

Description: 
LMCAB series introduce Ethernet Category 5e patchcords designed for high speed data 

transmission in industrial or military environments. This data cable meets the requirements of Standards 
EIA/TIA-568B and is and is equipped with ruggedized connector RJF6MG type. 
 

 Features: 
 Category 5e cable 

 Ruggedized RJ-45 connector 

 Compatible with RJF 21 G pannel 

connector 

 IP-67 protection class  

 
 

 
Specification: 

Cable specification 

Conductor Bare copper wire, Ø ca. 0.51 mm (24 AWG) 
Insulation Foam-skin polyolefin, core Ø max. 1.04 mm 
Stranding Cores twisted to pairs, pairs stranded together 
Wrapping 1 layer plastic-foil 
Screening Plastic laminated aluminum foil 

on top: braid of tinned copper wire, coverage ca. 85 %  
Outer sheath PUR halogen free compound, blue (similar to RAL5021),  

outer Ø: ca. 6.1 mm 
Maximum length 100 m 
  

Connector specification 

Type RJF6MG 
Sealing IP67 
Data transmission 10Base-T, 100Base-TX and 1000Base-T 
 
 
Ordering code: 
 

    Length (m)  Connector A  Connector B  other 

LMCAB - LAN - XX - RJF6MG - XX / xx 
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Application: 
Ethernet data cable 
 

 

LMCAB-LAN-08-RJF6MG- RJF6MG LMCAB-LAN-08-RJF6MG- RJ45 
(army code LMSW08B-LAN-08) 

LMCAB-LAN-05-RJ45-RJ45 

 
 
Other application: 

 
FXS cable 
 
LMCAB-16xFXS-100-62GB-16J18-32P trunk 16-pairs Cu cable, 62GB series 32-pins connectors, 100 m length 

LMCAB-FXS-05-RJ45-RJ11   termination Cu cable, connection of analog phone to LMJB-16 

 
Console cable 
 

  
LMCAB-CON-02-RJF6MG-DB9/LMSW-M LMCAB-CON-02-RJ45-DB9/LMSW-M 

 
 


